Industrial Lightweight Construction EJOT

Universal scaffolding anchor JZ3-GU-6.3

Application range Technical data

> For installation into steel = 2 mm = mm
> For installation into aluminium = 3 mm o "‘="' i

-2
i
Properties g

> A2 stainless steel
> Consisting of GU threaded sleeve and JZ3 self-tapping screw

Note

EJOT scaffolding anchors may only be loaded in axial direction

of the screw. The relevant regulations and standards have to be

observed. Scaffolding anchors may not be fastened to facade

cladding elements, only directly to the building or to the sub-
Cross references structure if it is sufficiently dimensioned.

Socket wrench insert AF3/8*
Cordless screwdriver ASCS 6.3
Drill bit HSS

Drill hole chart

GU ring bolt M14

Characteristic values for the load-carrying capacity
Steel substructure S 235 Jxx (St 37)

Thickness of substructure

2.0 3.0 4.0 5.0 6.0 >7.0
[mm]
Drill hole diameter 53 53 53 55 55 57
[mm]
Product online '[\'kﬂ'v;] 36 6.0 8.8 1.6 134 134

*Based on the approval of the screws ETA-10/0200

Order description I[Er:]fsgtive length I[';?ng]th rpl:eces] Fg:f;]“ 00 Article number EAN

JZ3-GU-6.3x15 E16 15 38 50 9401111311 4061245013329
JZ3-GU-6.3x30 E16 30 50 50 9401211311 4061245013312
JZ3-GU-6.3x45 E16 45 64 50 9401511311 4061245032207
JZ73-GU-6.3x70 E16 70 90 50 9401911311 4061245013299
JZ3-GU-6.3x80 E16 80 100 50 9402011311 4061245013282
JZ3-GU-6.3x95 E16 95 115 50 9402111311 4061245013275
JZ3-GU-6.3x105 E16 105 125 50 9402211311 4061245013268
JZ3-GU-6.3x130 E16 130 150 50 9402411311 4061245013251
JZ3-GU-6.3x155 E16 155 175 50 9402611311 4061245013244
JZ3-GU-6.3x180 E16 180 200 50 9402811314 4061245013237
JZ3-GU-6.3x200 E16 200 230 50 9402911314 4061245013220
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